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机针的装法 (图6)

Mounting the Needle (Fig.6)7
  1.转动上轮使机针上升到最高处。

  2.拧松支针螺钉②，手拿机针①将机针的凹弧

部分A正对右方向B。

  3.将机针朝箭头方向插入针孔的底部，直至插

不进为止。

  4.拧紧支针螺钉②。

  5.务必使机针的长槽C正对左方向D。

    1.Turn the upper wheel to allow the needle 

to reach its maximum height.

    2 .Unscrew needle carrying screw ②, hold n

-eedle ① by hand, and align the indentation A 

of needle to right direction B.

    3.Insert the needle into the bottom of needl

-e hole in direction of arrow till it reaches the e

-nd point.

    4.Screw down the needle carrying screw ②.

    5.Take care to ensure that the elongated sl

-ot C on the needle is aligned to the left directi

-on D.

   

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           2.机针有各种编号，请根据所用线的粗

           细和缝料来选择适当的机针。

           

           Caution:

           1.To prevent the unexpected startup

           of sewing machine, trim off the pow

           -er supply before the operation is co

           -nducted.

           2.Needles are available in different 

           sizes. Please select appropriate ne

           -edle as per the thickness of threads

           and the sewing materials.

           

A

B

C图7 Fig.7

梭芯的装法 (图7)

Mounting the Bobbin (Fig. 7) 8
  1.拿住梭子，将梭芯装入梭子内。

  2.将线从梭子上的线槽A中穿过，朝C方向拉

出。这样，线通过夹线簧从孔B处引出。

  3.拉底线时，梭芯应按箭头方向顺时针转动。

    1.Hold the rotating hook by hand, and fit t

-he bobbin into the rotating hook.

    2.Thread the thread through the thread gro

-ove A in the rotating hook, and draw out the t

-hread in direction C. In this way, the thread is led out of hole B through the tension spring.

    3.When bobbin thread is drawn, the bobbin shall turn clockwise in direction of arrow.

   

图8 Fig.8

①
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梭芯套的装法 (图8)

Installation of bobbin case (Fig. 8)  9
  1.转动手轮将机针升起，直至其处于针板上方。

  2.用手拿住梭芯套①(装好梭芯)，将梭芯套装

入旋梭中。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

    1.Turn the machine pulley to raise the need

-le until it is above the needle plate.

    2.Hold the bobbin case ① (with bobbin) with 

one hand, then install the bobbin case into the 

hook.

              Caution:

           1.To prevent the unexpected startup 

           of sewing machine, trim off the pow

           -er supply before the operation is co

           -nducted.

底线的卷绕 (图9、图10)

Winding up the Bobbin Thread (Fig. 9, Fig. 10) 10
  1.底线卷绕的方法

     1）把梭芯①装到绕线轴②上。

     2）把线架右侧的卷线如右图所示穿线，并

把线端向右缠绕梭芯数圈。

     3）把卷绕手柄③推到A方向，然后运转缝纫

机。梭芯①向C方向转动，线卷绕到梭芯①上。

卷绕线满后卷绕手柄③自动向B方向弹开并停止

卷绕。

1.Bobbin thread winding-up method

    1) �Fit�bobbin�① onto spool ②.

    2) Thread the right-hand thread coiling on 

thread stand as shown in right-hand figure,a
-nd reel the thread end rightwards onto the b
-obbin for several turns.

    3) Push winding lever ③ over to direction 

A, and run the sewing machine. Bobbin ① is 

rotated in direction C, and thread is reeled o

-nto bobbin ①. Once the reel is full, winding 

lever ③ is pushed toward direction B, and wi  

     4）取下梭芯①，用绕线切刀④切断线。 -nding is over.  

    4) Remove bobbin ①, and trim off the thre

-ad using winding trimmer ④.

图10 Fig.10图9 Fig.9

⑥

⑦

⑧

⑦

⑦

D

E

AB

④

C

②

①

③

⑤
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           注意:

           1.不进行缝制时给梭芯①绕底线时，请

           把面线从挑线杆孔上抽出来，把梭芯①

           从旋梭里卸下来后再进行。

           2.为了防止发生安全事故，在底线卷绕

           的过程中，不要碰触任何运动部件或将

           物件靠在运动部件上。

        

           

           Caution:
           1.To reel bobbin thread onto bobbin 

�����������①  when no sewing is performed, dra

           -w the needle thread out of hole in th

           -e take-up lever, remove bobbin ① o

           -ut of rotating hook.
           2.Do not touch or lean anything to an
          -y running components when rolling 
           the bottom line,in order to avoid the 
           safety accident.
           
             2.底线卷绕的调节

     1）调整底线卷线量时，请拧松固定螺钉⑤

，把卷线拨杆③移动到A方向或B方向，然后再

固定螺钉⑤。A方向卷线量变少，B方向卷线量

变多。(注意：卷绕在梭芯上的底线量最多应为

梭芯容量的80%)

     2）如果线不能平绕梭芯时，请拧松螺母⑥

，转动绕线夹线器，调整夹线板⑦的高度：

           a.旋梭①中心和夹线板⑦中心高度一样

时为标准位置。

           b.下部卷的多时，向如右图D方向移动绕

线夹线器的位置，上部卷的多时，向如右图E方

向移动绕线夹线器的位置。

           c.调整绕线夹线器到合适位置后，把固

定螺钉⑥拧紧。

     3）调整底线卷绕张力时，请转动线张力螺

母⑧进行调整。

2.Adjusting the bobbin thread winding
    1)To adjust the winding capacity of bobbin 

thread, unscrew fixing screw ⑤, set winding 

lever ③ in direction A or direction B, and fix s

-crew ⑤ again. Direction A is intended for re

-duction, and direction B is intended for incre
-ase(Caution:The amount of thread wound o
-nto the bobbin should be a maximum of 80% 
of the bobbin capacity).

    2)If thread cannot be wound onto the bob

-bin flatly, unscrew nut ⑥, turn the winding te

-nsion disco, and adjust the height of height 

of thread gripper plate ⑦.

        a.The standard position is reached onc

-e the center heights of rotating hook ① and 

thread gripper plate ⑦ are identical.

       b.If the winding amount on the lower pa
-rt is bigger, move the winding tension disco
in direction D indicated in the right-hand figu
-re. If the winding amount on upper part is bi
-gger, move the winding tension disco in dire
-ction E indicated in the right-hand figure.
        c.When the winding tension disco reach
-es its suitable position, screw down fixing s

-crew ⑥.

    3)Adjust the winding tension of bobbin thr

-ead by turning thread tension nut ⑧. 

    Thread the needle thread when needle bar 
stays in its highest position, lead out the thre
-ad end from the thread stand, and conduct th
-reading as per the serial numbers indicated 
in the figure.

           Caution:

           1.To prevent the unexpected startup

           of sewing machine, trim off the pow

           -er supply before the operation is co

           -nducted.

面线的穿法 (图11)11 Threading the Needle Thread (Fig. 11)  

       穿面线时应先转动手轮使挑线杆上升到最

高位置，然后由线架上引出线头按图示序号顺

序进行穿线。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。
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①
②

③

④
⑤

⑥

⑦

⑧

⑨

⑩

11

12

13

14

15

①

②

③

④

⑤

⑨

⑥

⑦

⑩

11

12

13

14

15

⑧

图11 Fig.11

关于压脚提升 (图12、图13)

Lifting of presser foot(Fig. 12, Fig. 13) 12
  1.手控提升压脚

     1）停车后将压脚扳手①朝A方向转动使压脚

抬起(压脚的抬起量约为5.5mm)。

     2）当压脚扳手①朝B方向转动时，压脚将放

回原来的位置。

2.膝控提升压脚

     1）在压下膝控碰块②时，可提升压脚③(压

脚提升高度与膝控碰块压下程度有关)。

    注意：完全压下膝控碰块时，压脚的标准提

升量约为10mm，最大提升量约为13mm。

     2）松开膝控碰块②后，提升的压脚③立即

放下。

    

    

1.Lift presser foot controlled by hands
    1) Shut down the machine, turn presser foot 

lever ① in direction A to uplift the presser foot 
(for about 5.5 mm).

When presser foot lever ① is turned in di    2) 
-rection B, presser foot will be returned to its 
original position.
2.Lift presser foot controlled by knees

    1) The presser foot ③ can be raised by pres

-sing the knee lifter plate ②.(Height of presser 
lifting is relate to the degree of knees pressing)
    Caution: standard and maximal lifting heigh
-t of presser foot are respectively about 10mm
and 13mm when pressing knees fully.

    2) The lifting presser foot ③ lowers as soon 

as loosing the knee lifter plate ② release.

图12 Fig.12 图13 Fig.13

②

③
①

A
B

①
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针距的调节

Adjusting the Stitch Length13
       针距已经由步进电机来控制，没有机械调

整针距大小的功能，如需对针距大小进行调整，

请直接调整操作面板上的针距大小，具体调整

方法请参照电控使用说明书。

    The stitch pitch is controlled by the stepper 
motor , and there is no mechanical function to 
adjust the stitch pitch . If you need to adjust the 
stitch pitch , please directly adjust the stitch 
pitch on the operation panel. For the specific  
adjustment method , please refer to the  elec
-tronic control operation manual.

  1.倒缝按钮的使用方法

     1）按下倒缝按钮①，缝纫机立即开始倒缝。

     2）仅在按下的时间里进行倒缝。

     3）手松开后立即变为正向缝纫。

  2.补针按键的使用方法

     按一下全针距补针按钮②、1/2针距补针按

钮③、1/4针距补针按钮④缝纫机则作往前补半

针，一直按着缝纫机则作连续往前补针。

     注意：补针按钮可在连续回缝除外，任何一

种车缝中途停止时使用(未切线时)。

  3.照明灯控制按钮的使用方法

     开机后照明灯会全亮度打开，按动照明灯控

制按钮⑤，灯的亮度会依次减弱，直至关闭，

依次循环。

1.Use of back sewing buttonpush-
    1) Push the backstitch switching push-butt

-on ① to allow the sewing machine to start ba
-ckstitch immediately.

Backstitch is implemented only while the     2) 
push-button is held down.

It is changed to forward stitch once the pu   3) 
-sh-button is released.
2.Use of reinforce sewing
    Press the full needle pitch reinforce sewing 

button ② 1/2 needle pitch reinforce sewing 、

button ③ 1/4 needle pitch reinforce sewing 、

button ④ one time, the sewing machine reinfo
-rce forth with half stitch, press all the time, it 
continues sewing with forth reinforce.
    Caution:in addition to continue back reinfor
-ce sewing,the reinforce sewing boutton can 
be as stop button  during any sewing conditio
-n.(before trimming)
3.Use of the light buttonpush-
    The illuminating lamp goes on at full bright
-ness once the machine is powered on. Push 

illuminating lamp control button ⑤ to reduce in
sequence the brightness till turn off.

手触倒缝装置的用法 (图14)

Hand-touch Backstitch Device(Fig. 14) 14

图14 Fig.14 图15 Fig.15

D

C

B

A

E

①
②

⑤
③

④



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

-12-

踏板的操作 (图15)

Operating the Treadle(Fig. 15) 15
  1.踏板有4级操作：

     1）向前轻踩踏板为低速缝纫(图示B)。

     2）再用力向前踩踏板则变为高速缝纫(图示

A)。

     3）当脚不向踏板施力，则踏板回复到原始

状态时，缝纫机停止运转(机针在上停针或下停

针位置)(图示C)。

     4）再用力向后踩踏板为切线动作(图示E)。

     5）使用自动压脚提升装置时，在停止和切

线之间增加一级开关D。向后轻踩踏板为压脚提

升动作，继续向后强力踩踏板，压脚下降进行

切线动作，再次进行压脚提升动作。

1.The treadle has 4 operation levels:
    1)The machine runs at low sewing speed w
-hen you lightly depress the front part of the p
-edal. (as show in the picture B)
    2)The machine runs at high sewing speed w
-hen you further depress the front part of the p
-edal.(as show in the picture A) 
    3)Penal back to the initial position when sto
-p stepping on it and the machine stop workin
-g.(needle in the upper or down position)(as s
-how in the picture C)
    4)The machine trims threads when you fully 
depress the back part of the pedal.(as show in
 the picture A) 
    5)When the auto-lifer is used,one more ope
-rating switch is provided between the sewing 
machine stop switch and thread trimming swit
-ch.The presser foot goes up when you lightly 
depress the back part of the pedal(D),and if y
-ou further depress the back part,the thread tr
-immer is actuated.

踏板的调整 (图16、图17、图18)

Adjusting the Treadle(Fig. 16, Fig. 17, Fig. 18) 16
  1.踏板角度的调整

     1）调节踏板连接杆的长度即可以调节踏板

的角度：旋松螺钉①，上下移动上连接杆②和

下连接杆③就可以调节踏板连接杆的长度。

     2）调节完成后旋紧螺钉①。

1.Adjusting the angle of treadle
    1)Adjust the angle of treadle only by adjusti
-ng the length of treadle connecting rod: unsc

-rew screw ①, and adjust the length of treadle 

connecting rod  by moving upward/downward 

the upper connecting rod ② and lower connec

-ting rod ③.

①

②

③

图16 Fig.16 图17 Fig.17 a b c d

④

⑤
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           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           

  2.踏板踩踏力的调整

     将脚放在踏板上并向前轻踩踏板时，缝纫机

进行低速缝纫。如感觉踩踏力比较轻时，将踩

踏力调节弹簧④挂在踏板旋臂拨杆⑤的位置上

进行调节(踩踏力以a为最小，b、c、d依次逐渐

增大)。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

  2.Adjustment of the strength of pedal
    The sewing machine run at a low speed wh
-en step forth on the panel slightly.If the stren
-gth is insufficient, hang the stepping adjust

-ment spring ④ on the panel spiral arm drivin

-g lever ⑤ in order to adjust strength.(a is the 

minimum stepping strength ,b,c,d increase g
-radually)
   
           Caution:

           1.To prevent the unexpected startup

           of sewing machine, trim off the pow

           -er supply before the operation is co

           -nducted.

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

  3.踏板返回力的调整

     1）松开螺母⑥，旋转螺栓⑦调节踏板返回

力: 拧紧螺栓⑦则踏板返回力将增大，拧松螺栓

⑦则踏板返回力将减小。

     2）调节完踏板返回力后，请拧紧螺母⑥。

  3.Adjustment of stepping return strength

    1)Loosing nut ⑥ and turn bolt ⑦ to adjust s

-tepping return strength : tighten bolt ⑦,the st

-rength increases;loosen bolt ⑦,the strength 

decreases.

    2)Tighten nut ⑥ after adjusting stepping ret

-urn strength.

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

踏板行程调整后，踏板踩踏力和踏板           2.

           返回力均已改变，请按照上述步骤进行

           重新调整。

           

     4.踏板行程的调节

     1）拆下螺母⑧。

     2）将连杆接头⑨从A的位置移动到B的位置，

则踏板的行程变为原来行程的约1.3倍，反之则

踏板的行程变为原来行程的约0.8倍。

    3）调整完行程后，请装上螺母⑧。

图18 Fig.18
A

⑥

⑦

⑧

⑨

B

    2)Screw down screw ① when adjustment is 
over.
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①

②

同时可通过旋梭下的调节阀调节进油量：拧紧

(向右转动)调节阀②，旋梭油量减少，拧松(向

左转动)调节阀②，旋梭油量增多，螺钉①和调

same time through the shuttle under the control 

  valve ② to adjust the oil: Screw down (turn it to the

screw ① to raise the oil mass ,or unscrew (turn it to the

right) adjusting ② to lower the oil mass ,or unscrew 

-14-

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.Stepping strength and stepping re
           -turn strength both change after adj
           -usting panel movement,follow the s
           -teps above to have adjustments again.
           

4.Adjustment of panel moving distance

    1)Remove nut ⑧.

    2)Move connecting rod joint ⑨ from A to B, 

panel moving distance is 1.3times than origin
-al one. Move reversely the distance is 0.8 tim
-es as original one.

    3)Assembly the nut ⑧ after adjusting panel 

moving distance.

图19 Fig.19

70mm

2
5
m

m

油量 纸确认专用

Special oil mass confirmation paper 

 油量确认位置

Position for oil mass confirmation

图20 Fig.20 5
-1

0
m

m

       底板
Bottom plate

③

②

图 21Fig.21

过多
Too much

过少
Too little

供油量正常
Correct

飞溅油
Spattered oil

旋梭油量调节 (图19、图20、图21)17 Oil mass Adjustment of Rotating Hook (Fig. 19, Fig. 20 , Fig. 21)

  1.调节方法

     1）旋梭的油量是用旋梭油量调节螺钉①来

调节：拧紧(向右转动)旋梭油量调节螺钉①旋梭

油量将增多，拧松(向左转动)旋梭油量将减少，，

节阀②互相调节，直至获得适当的供油量为止。

    2）调节油量后缝纫机在进行约2小时的缝纫

后，再次检查以确认供油量。
           

1.Adjustment method

   1) Adjust the oil mass of rotating hook using adjusting

 screw ①: Screw down (turn it to the right) adjusting 

 (turn it to the right) the adjusting screw to raise the oil mass.  

 right) the adjusting screw to lower the oil mass. At the 

Amount repeatedly until the lubrication amount is correct.
   2)Check the lubrication amount again after the sewing 

machine has been used for approximately two hours.
              注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           er supply before the operation is co
           -nducted.           
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  2.油量的确认方法

     1）拆去挑线杆至机针上的面线。

     2）用抬压脚扳手抬起压脚。

     3）以缝纫机实际缝纫时的转速进行约3分钟

的空运转(适度的断续运转)。

     4）将油量测试纸②插入旋梭③的下面并握

住，以缝纫机实际进行缝纫时的转速使缝纫机

运转10秒钟。(对油量测试纸②的纸质没有什么

特别的要求)

     5）确认飞溅到测试纸②上的油量。

    

2.Confirming the Oil Mass

   1) Remove the thread from all points from 

the thread take-up to the needle.

   2) Use the lifting lever to lift the presser foot.

  3) Run the machine at the normal sewing s

-peed for approximately 3 minute without se

-wing any material (following the same start

stop pattern as when actually sewing)

   4) Place the lubrication amount check she

-et ② underneath the rotary hook ③ and hol

-d it there.Then run the sewing machine at t

-he normal sewing speed for 10 seconds.(A

-ny type of paper can be used as the lubrica

-tion amount check sheet ②)

   5) Check the amount of oil which has spat

-tered onto the sheet ②.

  

   
           注意:

           1.进行上述操作时，请卸下推板并确认

           油盒中是否有油。

           2.为了防止发生安全事故，检查旋梭油

           量时，要充分注意手指不要碰到旋梭和

           送料机构等运动的零部件。

           3.如更换了旋梭或要变更缝纫速度时，

           请按上述步骤调整旋梭供油量。

           

           Caution:

            1.Prior to the above-mentioned opera

            -tion, remove the knockout plate and  

            check whether there is oil in the oil box.

            2. Do not use fingers to touch the hoo

            -k or other running components of fe

            -eding mechanism when checking the 

            amount of oil for the hook to avoid the 

            accident.

           3. Use the following procedure to che

            -ck the amount of oil being supplied to 

            the rotary hook when replacing the ro

            -tary hook or when changing the sewi

            -ng speed.
  3.油量适合标样

     1）上图标样(见图22)可根据不同的缝纫工序

需求进行增或减的微调整，但应注意不要增加

或减少过多。油量过少时会引起旋梭发热，油

量过多时会污染缝料。

     2）用油量测试纸测试3次，直至确认3次油

量测试纸油迹均无变化为止。

  3.Guide sample of oil mass adequacy

    1) The guide sample shown in the right-ha

-nd figure(see Fig. 22) may be finely adjuste

-d (increased or reduced) as per different se

-wing processes; however, excessive increa

-se or reduction shall be avoided. Too little o

-il mass may lead to rotating hook heating, a

-nd over much oil mass may lead to contami

-nation of the sewing materials.

    2)Test the oil mass 3 times using special 

oil mass confirmation paper till the oil traces 

indicated by the special paper show no chan

-ges.

压脚压力的调节 (图22)

Adjusting the Presser Foot Pressure(Fig. 22) 18
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图22 Fig.22

  1.旋松调压螺母②。

  2.若将调压螺钉①朝顺时针方向(即A方向)转动

时，压脚压力将增强；若朝逆时针方向(即B方

向)转动时，压脚压力将减弱。

  3.调节完成后旋紧调压螺母②。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           2.对一般布料而言，调压螺钉①的标准

           高度为32~34毫米，(4.5公斤力)左右。

           

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.For ordinary materials, the standa
           -rd height of pressure adjusting scre

           -w ① ranges from 32 to 34mm (4.5 ki
           -logram force) approximately.

    1.Unscrew pressure adjusting nut ②.
    2.Presser foot pressure is increased if pres

-sure adjusting screw ① is turned clockwise (
namely in direction A); the pressure is reduce
-d if the screw is turned counterclockwise (na
-mely in direction B).

    3.Screw down pressure adjusting nut ② wh
-en adjustment is over.

压脚高度和角度的调节 (图23)
Adjusting the height and angle of presser foot(Fig. 23) 19

  1.旋松调压螺母②和调压螺钉①，使其对压脚

不施加压力。

2.拆下面板上的橡胶塞③。

  3.旋松压杆导架紧固螺钉④，上下移动压杆⑤

来调节压脚的高度和角度(压脚高度为针板面与

压脚底面的距离，手动抬压脚高度的标准值为

5.5mm)。

4.调节完成后旋紧压杆导架紧固螺钉④，并装

上橡胶塞③。

    1.Loosen pressure adjusting nut ② and scr

-ew ①,free the pressure of presser foot.

.Open rubber plug ③ in panel.    2

    3.Loosen screw ④ in compression rod guid

-e frame, move mobile compression rod ⑤ fro
-m up and down to adjust the height and angle 
of presser foot.(height of presser foot is the di
-stance from needle plate surface to the botto
-m of it, the standard height of lifting presser f
-oot by hand is 5.5mm)

    4.Tighten the screw ④ in compression rod 

guide frame and assembly the  rubber plug ③ 
after adjusting.

B

①

A

②

图23 Fig.23

②

⑤

①

③ ④
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  5.通过调压螺钉①来调节压脚压力，调节后并

旋紧调压螺母②。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

调节完成后回转手轮，确认机针应下           2.

           降到压脚槽的正中处。

           

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.After adjusting,check that the nee
           -dle moves down into the center of t
           -he groove in the presser foot.
           

图24 Fig.24

①

自动抬压脚高度的调节 
Automatic Adjustment of Presser Foot Height20

 5.Adjust pressure of presser foot through p   

-ressure adjusting screw ①, tighten the nut ②
after adjusting.

缝线张力的调节 (图24、图25)

Adjusting the Tension of Stitch Thread(Fig. 24, Fig. 25) 21

       自动抬压脚由步进电机来控制，如需对自

动抬压脚高度进行调整，请直接调整操作面板

上的抬压脚高度按键，具体调整方法请参照电

控使用说明书。

    The automatic presser foot lifting is controll

-ed by a stepper motor. If you need to adjust the 

height of the automatic presser foot lifting, ple

-ase directly adjust the presser foot lifting butt

-on on the operation panel. For specific adjust

-ment methods, please refer to the electronic 

control user manual.

  1.底线张力的调节

     拉住从梭芯套中露出的线头，旋转调节螺钉

①进行调节：旋紧调节螺钉①则底线张力变大，

反之则底线张力变小。

     注意：底线张力调节标准：旋转调节螺钉①

直至梭芯套以自重慢慢垂落。

  2.面线张力的调节

    在底线张力调节之后，调节面线张力以使针

脚均匀平整。

    1）使用压脚扳手将压脚放下。

    2）转动夹线螺母②进行调节：朝顺时针方向

1.Adjusting the tension of bobbin thread
    Hold the end of a thread which hanging fro
-m the bobbin case and use the adjusting rota

-ting scerw  to regulate. The tension of the ①
bottom thread is become strong by tight the s

-crew , loose the screw to make it weak. ①
    Caution : The adjust standard of the bottom 
thread tension: Rotating the adjusting screw 

till the bobbin case can falling slowly by it’s ① 
own weight.
2.Adjusting the tension of needle thread
    After the lower thread tension has been adj
-usted,adjust the upper thread tension so that 
a good,even stitch is obtained.
    1)Lower the presser foot by using the lifting 
lever.

    2)Adjust by turning the tension nut ② : The 
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(即A方向)转动时，面线张力将增大；朝逆时针

方向(即B方向)转动时，面线张力将减小。

tension of the upper thread will become stron

-g when turning toward the clockwise(A), oth

-erwise weak when toward anti-clockwise (B).

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

           Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.

图25 Fig.25

②

A

B

图26 Fig.26

②

A

①

B

剪线后面线长度的调节 (图26)

Adjustment of the Upper Thread Length after Trimming(Fig. 26) 22
  剪线时，线张力松弛，仅用上夹线器①施加张

力。如果增加上夹线器①的张力，剪线后残留

在针孔处面线长度将会减少，反之减小张力，

长度将会增加。

1.转动夹线器①上的调节螺母②进行调节：朝

顺时针方向(即A方向)转动时，剪线后残留在针

孔处面线长度将会减少,反之朝逆时针方向(即B

方向)转动时，长度将会增加（剪线后残留在针

孔处面线标准长度：25-30mm）。

  

    At the time of thread trimming,the thread te

-nsion is loosened and tension is applied by t

-he thread clamp ① only.If added the tension

in the thread clamp ①, the upper thread lengt

-h that left in the pinhole will be shorter, and v

-ice versa.

    1.The length of upper thread which left in th

-e pinhole will decrease when turning the adju

-sting nut ② in the thread clamp ① towards th

-e clockwise (A), otherwise it will increase wh

-en turn toward anti-clockwise (B). (The stan

-dard length of the upper thread which left in t

-he pinhole is 25~30mm) 

挑线杆挑线量的调节 (图27)

Adjusting the Take-up Amount of Take-up Lever(Fig. 27) 23
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图27 Fig.27

C

① ②

A B

  1.旋松螺钉①。

  2.移动右线钩②进行调节：朝左方向(即A方向)

移动，挑线量将会增加；反之朝右方向(即B方

向)移动，挑线量将会减少。(右线钩上的刻线C

与螺钉中心一致时为标准位置)。

  3.调节完成后拧紧螺钉①。

    1.Unscrewing the screw ①.

    2.Move the right thread hook ② to adjust : the thread amount of thread take-up lever will incr

-ease if turned it towards left (A direction), while turning it to the right (direction B) and the thre

-ad amount of thread take-up lever will decrease accordingly.(The standard position is obtaine

-d when graduation line C on right thread hook is aligned to screw center.)

    3.Remember to tight the screw ① after adjusting.

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

缝制厚料时，应按照上述方法向左方向移动右线钩②，以增大挑线量。           2.

缝制薄料时，应按照上述方法向右方向移动右线钩②，以减小挑线量。           3.

           

          Caution:
           1.To prevent the unexpected startup of sewing machine, trim off the power supply b
           -efore the operation is conducted.

           2.For heavy duty , move the right thread hook  to left to add amount of thread.②

           3.For light material , move the right thread hook  to right to reduce amount of the t②
           -hread.
           

A AB B

①

①
A

B
④

② ③
※挑线簧的张力过强，所以在动

作中途面线从B处就被拉出来。

※The tension of take-up spring

 is too high, so needle thread is

 drawn out of place B in proces

-s of the action.

※挑线簧一直动作到最后

※The take-up spring kee

-ps on functioning till the

end.

③ ⑤

图28 Fig.28

挑线弹簧的调节 (图28)

Adjusting the Take-up Spring (Fig. 28) 24
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  1.挑线簧张力的调节

     1）旋松螺钉②，取出夹线器⑤(组件)。

     2）旋松夹线器⑤中螺钉④。

     3）转动夹线器⑤中的螺钉③进行调节：朝顺

时针方向(即A方向)转动时，挑线簧的张力将增

大；反之朝逆时针方向(即B方向)转动时，挑线

簧的张力将减小。

     4）调节完成后旋紧螺钉④，并将夹线器⑤

(组件)装入机器中再旋紧螺钉②。

     挑线簧张力调整适当的判断方法：确认挑线

簧的张力调整好后，把面线向B方向拉出，如果

在挑线簧达到最低位置之前面线B处就被拉动，

请减弱挑线簧的张力。

1.Adjusting the tension of take-up spring

    1)Unscrew screw ②, and take out thread cl

-amp ⑤(assembly).

    2)Unscrew screw ④ in thread clamp ⑤.

    3)Rotating the screw  in the thread clamp ③

⑤ to adjust, The tension of the thread take-up 

spring will become larger when turning toward 

the clockwise(A), otherwise smaller when tow

-arding anti-clockwise (B).

    4)Screw down screw ④ when adjustment is 

over, fit thread clamp ⑤(assembly) into the m

-achine,and screw down screw ②.

    Judgment basis for adjustment adequacy o

-f take-up spring:Confirm that the tension of t

-ake-up spring is properly adjusted, draw out 

the needle thread in direction B. If place B of n

-eedle thread is drawn before take-up spring

reaches its lowest position, reduce the tensio

-n of take-up spring. 

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

通常，机器在出厂前,挑线簧均已调整           2.

           妥善，只是在缝纫特殊的缝料或特殊的

           缝线时，才需要重新进行调整。

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.The take-up spring is already adju
           -sted properly before the machine le
           -aves the factory as a rule, and it req
           -uires readjustment only for sewing 
           of special materials or usage of spe
           -cial stitch threads.
           

  2.挑线弹簧挑线行程的调节

     1）使用压脚扳手将压脚放下。

     2）旋松紧固螺钉②。

     3）转动夹线螺钉③进行调节：朝顺时针方

向(即A方向)转动时，挑线弹簧①的挑线行程将

增加,反之朝逆时针方向(即B方向)转动时，挑线

行程将减少(标准挑线行程：在压脚被放下的状

态下，距离缓线钩上方6-7mm)。

    4）调节完成后拧紧紧固螺钉②。

     

     

2.Adjustment of the Stroke to the Thread tak

-e-up Spring

    1)Lower the presser foot by using the lifting 

lever.

②    2)Loosen the set screw .

    3)Rotating the screw  in the clamp to adju③

-st, the stroke to the Thread take-up Spring ①

will increase when turning toward the clockwi

-se(A), otherwise decrease when toward ant

-i-clockwise (B).(The standard stroke, under 

the state of presser foot was put down is arou

-nd 6~7mm higher than the slow hook)

    4).Securely tighten the screw .②
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           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

通常，机器在出厂前,挑线簧均已调整           2.

           妥善，只是在缝纫特殊的缝料或特殊的

           缝线时，才需要重新进行调整。

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.The take-up spring is already adju
           -sted properly before the machine le
           -aves the factory as a rule, and it req
           -uires readjustment only for sewing 
           of special materials or usage of spe
           -cial stitch threads.
           

图29 Fig.29

③
B

C

A
D

B

C

A
D

①

DB×1

DP×5

DA×1

①

①

②

针杆高度的调节 (图29)25 Adjust the Height of the Needle Bar(Fig. 29) 

  1.转动手轮，使针杆①降到最低点。

  2.拆下面板上的橡胶塞②。

  3.旋松针杆连接柱紧固螺钉③，将针杆①上下

移动来进行调节：使用DBX1和DPX5机针时，

使针杆①上的刻线A对准针杆下套的下端；使用

DAX1机针时，使针杆①上的刻线C对准针杆下

套的下端。

4.调节完成后拧紧针杆连接柱紧固螺钉③，并

装上橡胶塞②。

    1.Turn the machine pulley to set the needle 

bar ① to its lowest position.

    2.Remove the rubber cap ② from the face p
-late.

    3.Unscrewing the connecting screw ③ of n

-eedle bar, through moving the needle bar ① 
up and down to adjust, when using needle DB

X1 and DPX5, the mark A on the needle bar ① 
should be match to the bottom of needle bar  
lower bushing; When using DAX1, the mark C

on needle bar ① should match to the bottom o
-f needle  bar lower bushing.

 4.  Tighten the screw ③ in compression rod 

guide frame and assembly the  rubber plug ② 
after adjusting. 

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
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图30 Fig.30

B

C

A
D

②

0～0.05mm

④
③

DB×1

DP×5

DA×1

B D

②

①

机针和旋梭同步的调节 (图30)

Adjust the Synchronization of the needle and hook(Fig. 30) 26
  1.旋松2只旋梭定位螺钉①。

  2.转动手轮，使针杆②从最低点向上升起：使

用DBX1和DPX5机针时，使针杆②上的刻线B对

准针杆下套的下端；使用DAX1机针时，使针

杆②上的刻线D对准针杆下套的下端。

  3.移动旋梭使旋梭的梭尖③和机针④缺口处的

中心保持一致。此时，应使旋梭梭尖③和机针

④之间的间隙为0-0.05mm。

  4.调节完成后拧紧2只旋梭定位螺钉①。

    1.Unscrewing the two positioning screw ① 

of hook.
    2.Rotating the hand wheel to make needle ba

-r ② lift from the lowest place, when using need

-le DBX1 and DPX5, the mark B on needle bar 

② should match to the bottom of lower needle b

-ar ② bushing, when using needle DAX1, the m

-ark D on needle bar ② should match to the bot

-tom of lower needle bar ② bushing.

    3. ③ Moving the hook to match the hook point 

with center of needle . Meantime, make the s④

-pace between the hook point  and needle  ③ ④

0~0.05mm.

    4.Tightening two positioning screw ① of hook.
           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

若机针与旋梭梭尖的间隙太小，会磨           2.

           损旋梭梭尖；若间隙过大，会引起跳针。

.若旋梭坏损了，请更换相同型号的旋           3

           梭。

          

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.If the clearance between notch on 
           needle and thread hooking tip of rot
           -ating hook is too small, rotating hoo
           -k tip may be worn;if the clearance is
           excessive,skipped stitch may take p
           -lace.
           3.It may lead to needle breakage if o
           -ver-rotating the eccentric wheel tow
           -ards A direction. 
          

机针和送料同步的调节 (图31)

Adjust the Synchronization of the Needle and Feed(Fig. 31) 27
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图31 Fig.31

A②

①

B 标准
Standard

机针晚于送布
Needle timing

 is retarded

机针早于送布
Needle timing
 is advanced

③

  1.取下橡胶塞①。

  2.旋松送料偏心轮②上的两个固定螺钉③，然

后轻微的旋转送料偏心轮②进行调节：要使机

针早于送料时，向A方向旋转；要使机针晚于

送料时，向B方向旋转(标准调节位置：送料牙

从最高位置开始下降到和针板的表面一致时，

机针孔上沿与针板面对齐)。

  3.调节完成后拧紧2个固定螺钉③，并装上橡

胶塞①。

    1.Remove the rubber plug ①.

    2.Loosen the two set screws ③ of the feed 

eccentric cam ②,and then turn the feed ecce

-ntric cam ② slightly to adjust the timing : If m
-ake the needle sooner than material feeding, 
rotate toward A direction. If make the needle l
-ater than material feeding, rotate toward B di
-rection.  ( The standard of adjustment is whe
-n the feed dog falling from the highest to the 
surface of needle plate, the top of the needle 
and needle plate should at the same level).

    3.Tightening two positioning screw ③ and 

assembly the  rubber plug ① after adjusting.           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           2.如果将送料偏心轮②沿A方向旋转过多

           ，则有可能导致机针断裂。

为了防止在重叠缝纫时布料不一致(缝           3.

           线不合)，可将机针的时序调晚些。

           .为了使收线良好，可将机针的时序调4

           早些。

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.

           2.If the feed lifting eccentric cam ② 
           is turned too far in the direction A, it 
           may cause the needle to break.
           3.To prevent material slippage from 
           occurring,retard the needle timing.
           4.To improve thread tightening, adv
           ance the needle timing.
           送料牙高度的调节 (图32)28 Adjustment of the Height of feed dog(Fig. 32) 

  1.转动手轮，将送料牙升到针板的最高位置。

  2.将缝纫机放倒，并支到机头支柱上。

  3.旋松抬牙叉形曲柄②上的紧固螺钉①。

  4.转动抬牙叉形曲柄②进行调节：将抬牙叉形

曲柄②向A方向转动，送料牙将变高；反之向B

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           
    1.Turn the pulley until the feed dog rises to 
the highest position.
    2.Turn over the sewing machine head on th
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图32 Fig.32

①②

A B

A:送料牙
A:Feed dog

B:针板

B:Needle plate

 

方向转动，送料牙将变低(当送料牙升到针板的

最高位置时，中厚料机型送料牙距针板的标准

高度为0.8-1.0mm，厚料机型的标准高度为

1.1-1.3mm)。

  5.调节完成后拧紧抬牙叉形曲柄②上的紧固螺

钉①。

    
-e supporting bar.

    3.Unscrewing the tightened screw ① in the 

feed lifting crank ②.

4.Rotating the feed lifting crank ② to make     
adjustment: the feed dog will be higher when 

the feed lifting crank ② is turn towards A direc
-tion; turn towards B direction the feed dog wi
-ll be lower.(When the feed dog in the highest
position, the standard height of the type of me
-dium-heavy machine is 0.8~1.0mm and stan
-dard height of the heavy duty machine is 1.1
~1.3mm）. 

5.Remember to tighten the tightening screw   

 ① in the feed lifting crank ② after adjusting.

          Caution:
           1.To prevent the unexpected startup 
           of sewing machine, trim off the power 
           supply before the operation is condu
           -cted.
           

送料牙倾斜的调节 (图33)

Adjust the lean of feed dog(Fig. 33) 29
  1.转动手轮，将送料牙④升到针板的最高位置。

  2.将缝纫机放倒，并支到机头支柱上。

  3.旋松牙架座②上的紧固螺钉①。

  4.用螺丝刀转动偏心销③进行调节：将偏心销

③向A方向转动，送料牙前端放下；向B方向转

动，送料牙前端抬起(当送料牙升到针板的最高

位置时，送料牙标准倾斜为偏心销③上的刻点

C与牙架座②上的刻横D对齐，送料牙与针板平

    1.Turn the pulley until the feed dog ④ rises 
to the highest position.
    2.Turn over the sewing machine head on th
-e supporting bar.

    3.Unscrewing the tightening screw ① in the 

teeth pedestal ②.

4.Adjust the eccentric pin ③ by screw drive    
-r:Fall front site of tooth feed when moving the 

eccentric pin ③ towards A, and raising it when 
move towards B.(When raising the tooth feed 
to the highest position, The standard lean pos
-ition of feed dog is that mark C on eccentric p

-in ③ should be at the same level D with mark 

图33 Fig.33

A

B

C

②

④

④

④

标准
Standard

前端抬起
Raise

 the front

前端放下
Lower

 the front

D ③

①
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行)。

  5.调节完成后拧紧牙架座②上的紧固螺钉①。

    

on the teeth pedestal ② and the feed dog sho
-uld be parallel with needle plate.)
    5.Remember to tighten the tightening screw 

① in the teeth pedestal ② after adjusting.
           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           .为了防止起皱，可降低送料牙前端。2

           3.为了防止在重叠缝纫时布料不一致(缝

           线不合)，可提高送料牙前端。

           4. ，调节送料牙的倾斜度后 送料牙的高

           度也会发生改变，因此请重新调节送料

           牙的高度。

           

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.In order to prevent puckering,lowe
           -r the front of the feed dog.
           3.In order to prevent the material fro
           -m slipping,raise the front of the feed 
           dog.
           4.The height of the feed dog will cha
           -nge after the angle has been adjust
           -ed,so it will be necessary to re-adju
           -st the height of the feed dog.
           

定刀和动刀的更换 (图34、图35、图36)

Replacing the fixed knife and movable knife(Fig. 34, Fig. 35, Fig. 36) 30
  1.定刀的拆卸方法

     1）将缝纫机放倒，并支到机头支柱上。

     2）松掉螺钉①，拆下旋梭定位钩②。

     3）松掉螺钉③，取出定刀④。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           .安装定刀顺序请按拆卸定刀顺序的相2

           反步骤进行。

           1.Removing the stationary trimmer
   1) Lay down the sewing machine head.

   2) crew off screw ①, and remove positionin

-g hook ② of rotating hook.

   3) Screw off screw ③, and take out stationa

-ry trimmer ④.

   
           Caution:

           1.To prevent the unexpected startup

           of sewing machine, trim off the pow

           -er supply before the operation is co

           -nducted.

           2.Carry out the above steps in rever

           -se to install the fixed knife. 

           

2.Grinding the stationary trimmer
    If the cutting performance deteriorates,Sh

-arpen the fixed knife  on a whetstone as Sh④

-own in the illustration .⑤
3.Removing the movable trimmer
    1)Remove the needle.
    2)Uplift the presser foot using foot lifting le
-ver.

    3)Screw off screw ⑥ (2 pieces) , and take o

-ut  Clearance hole plate ASM.⑦.
    4)Turn the handwheel to allow the needle b
-ar to reach its highest position.
    5)Lay down the sewing machine head.
    6)Push thread-trimming driving crank lever 

⑧ in direction of arrow till the position of scre

图34 Fig.34

②

③
④

①
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-w ⑨ is exposed.

    7)Screw off screw ⑨ (2 pieces), and take o

-ut movable trimmer ⑩.

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           2.Carry out the above steps in rever
           -se to install the movable knife.

  2.定刀刀刃的研磨方法

     如果定刀的刃部受损或磨损，请将定刀④如

图所示在油磨石⑤上研磨定刀。

  3.动刀的拆卸方法

     1）取下机针。

     2）用抬压脚扳手将压脚抬起。

     3）松掉螺钉⑥(2颗)，然后取出排屑斗板组

件⑦。

     4）转动缝纫机手轮，将针杆上升至最高位

置。

     5）将缝纫机放倒，并支到机头支柱上。

     6）按箭头所示方向方向推动切线驱动曲柄

⑧直至看到螺钉⑨的位置为止。

     7）松掉螺钉⑨(2颗)，然后取出动刀⑩。

           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           .安装动刀顺序请按拆卸动刀顺序的相2

           反步骤进行。

           

剪线装置的调节 (图37)

Adjusting the Thread-trimming Device(Fig. 37) 31

-26-

图35 Fig.35

④

⑤

⑥

⑦ ⑨

⑩

图36 Fig.36

⑧

  动刀、定刀位置的调节

     通过电控操作面板高级参数调试剪线功能，

使步进电机驱动切线驱动曲柄①带动动刀②做

剪线动作时，定刀③前端与动刀②刃口应当啮

合0.2~0.5mm。如果没有啮合，通过调整电控

操作面板参数使定刀③的前端与动刀②的刃部

啮合。动刀②、定刀③位置调节后要能保证在

手动剪线时能剪断203棉线。

Adjusting the positions of movable trimmer 
and stationary trimmer
    By adjusting the thread cutting function thr
-ough advanced parameters on the electronic
 control operation panel, the stepper motor dr

-ives the tangent drive crank ① to drive the m

-oving knife  for thread cutting action. When ②

the front end of the fixed knife ③ engages with 

the cutting edge of the moving knife  by 0.2②
-0.5mm. If there is no engagement, adjust the
parameters of the electronic control operation 
panel to engage the front end of the fixed knife  
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           注意:

           1.为了防止缝纫机的意外启动，请关掉

           电源之后再进行操作。

           

图37 Fig.37

⑥

0
.2

-0
.5

m
m ⑦

⑧

⑤

③ with the edge of the moving knife    . After  ② 

adjusting the positions of the moving knife  ②

and the fixed knife ③, it should be possible to 

cut 203 cotton threads manually.

          Caution:
           1.To prevent the unexpected startup
           of sewing machine, trim off the pow
           -er supply before the operation is co
           -nducted.
           

保养 (图38、图39、图40)

Maintenance(Fig. 38, Fig. 39, Fig. 40) 32
     为了保持缝纫机的机能，而能够长久的使用

，请每日进行以下的保养。

  1.确认齿轮箱油量

     请确认油标的前端应该在油标指示窗的上刻

线和下刻线之间。(详细内容请参考[5机器的加

油])

  2.清扫

1）抬起压脚。

     

    The following cleaning operations should b
-e carried out each day in order to maintain th
-e performance of this machine and to ensure 
a long service life.
1.Ensuring the oil amount in gear case
    Confirm that the top of oil amount indicating 
rod is between the upper engraved marker lin
-e and the lower engraved marker line of the o
-il amount indicating window.(For the details, 
refer to “5 Lubrication of machine”)
2.Cleaning

图38 Fig.38

②

③

①

图39 Fig.39

④
⑤

图40 Fig.40

④
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     2）将两颗针板固定螺钉①拆下，然后再拆

下针板②。

     3）用软毛刷清除送料牙③及剪线装置上粘

附的灰尘。

     4）将针板②及两颗针板固定螺钉①装上。

     5）将缝纫机放倒，并支到机头支柱上。

     6）拆下梭芯套④。

     7）用软布擦去旋梭⑤上的灰尘，并确认旋

梭⑤是否受损。再用软布把旋梭周围底盖内的

灰尘也擦拭干净。

     8）将梭芯从梭芯套④拆下，用软布清洁梭

芯套④。

     9）将梭芯装入梭芯套④，再将梭芯套④重

新装入缝纫机。

    
    1)Raise the presser foot.

    2)Remove the two screws ,and then rem①

-ove the needle plate .②

    3)Remove dust adhered to feed dog  and ③

thread trimmer unit  with a soft brush or cloth.

    4)Install the needle plate  with the two sc②

-rews .①

    5)Turn over the sewing machine down on 
the supporting bar of head.

    6)Remove the bobbin case .④

    7)Wipe off any dust from the rotary hook  ⑤

with a soft cloth, and check that there is no da

-mage to the rotary hook .Wipe out with the ⑤

cloth dust and hook oil drained in the under co
-ver near the hook.
    8)Remove the bobbin from the bobbin case 

④ ④ and clean the bobbin case  with a cloth.

    9)Insert the bobbin into the bobbin case ,④

and then place the bobbin case  back into ④

the machine.

缝纫机的搬运及放置注意事项 (图41、图42)

Carrying and Placing of the Sewing Machine(Fig. 41, Fig. 42)  33
  1.缝纫机的搬运方法

     请按图示那样,由两人来手持缝纫机机架主体

进行搬运。

  2.放置缝纫机时的注意事项

     放置缝纫机时，请注意一定要水平的放置到

平坦的地方。同时在放置缝纫机的地方，请不

要放螺丝刀等凸起物件。

1.Carrying of the machine
   It needs to hold tight frame body of the sewi
-ng machine by two people as the picture sho
-ws.
2.Attention for placing
   Must be put in the plain site. Clear the scre
-wdriver or something embossment out of the 
placing site.

图42 Fig.42图41 Fig.41
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底线检测的调节(图43、图44、图45)

Adjustment of bottom line detection(Fig. 43, Fig. 44,Fig. 45)  34
  1.聚焦镜的调节

     调整安装板

梭芯，如图43所示。

  2.设置传感器放大器的报警值(图44)

     将满线梭芯放置到梭壳内并安装至旋梭上，拉

动线头旋转多圈，查看②所显示红色数值，将 绿①

色数值设置为②所显示数值的基础上加200。

1.Adjustment of the focusing lens
   Adjust the position of the mounting�plate①�to
ensure that the infrared rays of the�focusing lens
② shine into the bobbin,�as shown in Figure 43.
2.Set the alarm value of the sensor amplifier,

   Place the full threaded bobbin into the bobbin 
case and install it to the hook, pull the thread
head to rotate multiple turns, check the red value

图43 Fig.43

①

②

③

图44 Fig.44

①位置，保证聚焦镜②红外线照进

（如 显示数值为800， 就设置为1000）② ①

displayed in ②,�and add 200 on base of ②�to�
the value displayed in green value①�(for example, 

if the value displayed in ② is 800, the value�①�is 

set to 1000) 
  3.底线检测数值的设定

     长按S 进入参数界面，按-②，选择C194①

先设置为200，再根据缝纫后梭芯底线剩余情况，

 as shown in Figure 44.

① ②

调整C194数值（底线剩余多则减少，反之增加），

直至达到用户需求长度。（不同线型，需重新调整C194）

3.Setting of the bottom line detection value

   Press and hold S (1) to enter the parameter interf

ace, press -(2), select C194 to set to 200 first, and

�then adjust the C194 value according to the remaining

bottom thread of the bobbin after sewing (decrease

�if the remaining bottom thread more, and increase

�on the contrary) until the length 

�required by the user is reached.  

(Different line types, C194�needs  

�to be readjusted)  
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高度传感的调节(图46、图47)

Adjustment of height sensing(Fig. 46, Fig. 47)  35
  1.传感器的调节

    开机，按住P键进入，找到P42-N13，按S进入

1. Adjustment of the sensor

   Turn on the machine, press and hold the P key to 

enter, find P42-N13, press S to enter. Turn the handwheel
until the feed dog is completely submerged�into the

   needle plate (as shown in Figure 46), adjust the positi

on of the sensor ①, and at the same time check the

�P42-N13 display value to adjust until the value�shows  

图47 Fig.47

1010±5, and tighten the two screws. (If the adjust 

ment of the sensor ① cannot be successful, the

position of the magnet ② can be adjusted at the 

①

②

。

    转动手轮，直到牙齿完全没入针板(如图46)。

    调整传感器 位置，同时查看P42-N13显示值，①
调整直到数值显示1010±5,拧紧两螺钉。(如

图46 Fig.46

调整传感器 无法成功，可同时调整磁铁① ②的
位置。

图45 Fig.45

①

②

same time.)
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A
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

 机壳分组件

Machine Frame & Miscellaneous Cover Components

A-1

A-2

A-3

A-4

A-5

A-6

A-7

A-8

A-9

A-10

A-11

A-12

A-13

A-14

A-15

A-16

A-17

A-18

A-19

A-20

A-21

A-22

A-23

A-24

A-25

A-26

A-27

A-28

A-29

A-30

A-31

A-32

A-33

A-34

A-35

A-37

A-36

A-36

A-36

A-38

A-39

A-40

A-41

A-42

A-43

A-44

A-45

10062049

10078939

20030728

10078954

10050423

10011149

10031086

10008773

10004380

10008972

10012142

10041529

10008934

20027103

10052992

10008977

10008942

10008943

10077620

*

20031246

10004374

10009005

10012463

10009074

10069143

10014459

10068604

10078267

10013706

10008941

10080301

Rubber plug

Side plate

Side plate gasket

Screw SM9/64"×40

Thread cutter

Bobbin wider ASM.

Rubber ring

Screw SM3/16″×32

Screw SM3/16″×28

Screw SM15/64″×28

Screw SM3/16″×28

Screw SM3/16″×28

Thread take-up lever cover

Thread tension guide

Rubber ring

Rubber ring

Rubber ring

Face plate gasket

Face plate

Decorative board

Screw SM11/64″×40

Screw SM11/64″×40

Screw SM11/64″×40

Screw M4

Arm thread guide left

Needle plate

Needle plate

Needle plate

Push plate ASM.

Rubber plug

Support plate

绕线夹线器组件

橡胶塞

后窗板

后窗板垫

SM9/64"×40螺钉

绕线切刀

绕线器

橡胶轮

SM3/16″×32螺钉

SM3/16″×28螺钉

SM15/64″×28螺钉

SM3/16″×28螺钉

SM3/16″×28螺钉

挑线杆护罩

过线板

橡胶塞

橡胶塞

橡胶塞

面板垫

面板

面板装饰牌

SM11/64″×40螺钉

SM11/64″×40螺钉

SM11/64″×40螺钉

M4螺钉

左线钩

针板组件

针板组件

针板组件

推板部件

橡胶塞

前支撑板

1

1

1

1

2

1

1

1

3

10

1

1

1

2

1

2

2

1

1

1

1

1

1

1

1

1

1

1

1

1

2

1

Bobbin thread tension ASM

10053259

10078914

10053484

10080121

10002896

10038945

10068607

挑线弹簧

松线辅钉

17×1 O形圈

松线电磁铁

M4螺钉

缓线钩

限位挡片

1

1

1

1

1

1

1

10006264 1Screw SM15/64″×28SM15/64″×28螺钉

Spring

Tension release supporting pin

O-ring 17×1

Electronmagnetic

Screw M4

Presser bar thread guide

Ruler plate

5

S7

10008973 Screw SM11/64"×40SM11/64"×40螺钉 2

-33-

2

210003382

10002881

Screw SM11/64"×40

Screw M4×8

SM11/64"×40螺钉

M4×8螺钉

10062047 Slide buckle滑扣簧 2

10062565

* Plastic plate

绕线夹线器垫圈

塑料标识板

1

1

Washer

10062565 绕线夹线器垫圈 1Washer
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A  机壳分组件

Machine Frame & Miscellaneous Cover Components

A-12

A-31

A-32 A-34
A-35

A-37

A-28

A-1

A-1

A-3

A-9
A-10

A-11

A-13

A-14

A-15

A-17

A-18

A-19

A-20
A-22

A-21

A-22

A-23A-24
A-25

A-16

A-26
A-27

A-13

A-29

A-13

A-30

A-38

A-33

A-39

A-40
A-41

A-43

A-54

A-36

A-2

A-32

A-42

A-45A-44
A-46

A-47

A-48

A-49
A-50

A-51
A-52 A-53

-34-

A-4

A-5A-6

A-7
A-8

A-16

A-55

A-4

A-5A-6

A-56

A-57

A-58
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A
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

 机壳分组件

Machine Frame & Miscellaneous Cover Components

A-46

A-47

A-49

A-50

A-51

A-52

A-53

A-54

A-55

A-48

10081914 Arm thread guide right右线钩 1

10062051 上夹线器部件 1

10062024

10004199

松线器螺母

夹线制动板

1

1

Thread tension nut

Rotating stopper

Top thread tension ASM 

-35-

10037581 夹线螺钉 1Screw

10051910 锁紧板 1Lock plate

10010399 SM3/32"×56螺钉 2Screw SM3/32″×56

10005489 过线板 2Thread tension disk

10004625 松线板 1Thread tension disk presser

10004176 弹簧 1Spring

A-56

A-57

A-58

10089188

10042407

10009625

传感器组件

垫圈

螺钉 Screw

1

2

2

Sensor assembly 

Gromment 

  选配(-R机型)

  选配(-R机型)

  选配(-R机型)
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B Main Shaft & Thread Take-up Cover Components

 上轴、挑线分组件

B-8

B-8

B-9

B-9

B-35

B-37

B-47

B-2

B-4
B-1

B-3

-36-

B-7

B-7

B-5

B-6

B-10

B-18

B-21

B-14B-15

B-23

B-11

B-12

B-16

B-19

B-25

B-29B-30
B-31

B-26

B-27

B-28

B-30

B-32
B-33

B-38

B-39

B-41 B-40

B-42

B-43

B-44

B-45

B-46

B-48

B-49

B-13

B-17

B-20

B-34

B-36

B-22

B-24
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B
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

Main Shaft & Thread Take-up Cover Components

 上轴、挑线分组件

B-1

B-2

B-3

B-4

B-5

B-6

B-7

B-8

B-9

B-10

B-11

B-12

B-13

B-14

B-15

B-16

B-17

B-18

B-19

B-20

B-21

B-21

B-22

B-23

B-24

B-25

B-26

B-26

B-27

B-28

B-29

B-29

B-30

B-31

B-31

B-32

B-32

B-33

B-34

B-35

B-37

B-36

B-38

B-39

20033360

10077958

10077959

10005020

10010542

10083331

10074614

10041529

10055615

10010082

10010065

10012858

10084625

10010545

10010539

10010083

10052734

10043360

10088836

10088837

10010587

10011063

10081869

10005558

Main shaft

Head wheel

Motor ASM.

Screw M5 ASM.

Screw M5 ASM.

Oil seal

Screw SM1/4"×40 

Thrust collar

Shaft sleeve

Driving wheel

Screw SM11/64″×40

Shaft sleeve

Screw SM9/32″×28

Screw SM1/4"×40

Crank

Crank

Screw 

Oil resistant cover

Connecting rod

Connecting rod

Screw SM15/64″×28

Pin ASM.

Thread take-up lever

Thread take-up lever

Needle bearing K8×12×7.8

Crank ASM.

Crank ASM.

Sliding block

Connecting rod

Connecting rod

Screw

Screw

Slide guide

Slide guide ASM.

Rubber plug

Shaft sleeve

ARM oil shield ASM.

Screw SM1/8"×44

上轴

上轮

分体电机组件

M5螺钉组件

M5螺钉组件

油封

SM1/4"×40螺钉

挡圈

上轴中轴套

绕线主动轮

SM3/16″×28螺钉

上轴前轴套

SM9/32″×28螺钉

 SM1/4"×40螺钉

针杆曲柄

针杆曲柄

针杆曲柄定位螺钉

挑线杆防油圈

挑线连杆

挑线连杆

SM15/64″×28螺钉

挑线连杆销组件

挑线杆

挑线杆

K8×12×7.8滚针轴承

挑线曲柄部件

挑线曲柄部件

针杆连接柱滑块

针杆连杆

针杆连杆

挑线曲柄左旋螺钉

滑块导轨螺钉

滑块导轨

滑块导轨组件

橡胶塞

针杆上轴套

面部防油板部件

SM1/8"×44螺钉

1

1

1

1

2

1

1

1

2

1

1

2

1

1

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

2

1

1

1

1

1

1

10011232 Screw M6×6M6×6螺钉 2

2

2

Shaft sleeve上轴后轴套 1

10085076

10058049

10066834

10085097

5

5

5

5

5

10052735 Joint pin针杆连接柱 1

B-40

B-41

B-42

-37-

10010504

10010538

10081683

10066835

Adjusting pin

O-ring 6.46×1.78

Sleeve of adjusting pin

Roler felt

油量调节销

6.46×1.78 O形圈

油量调节销套

毛毡

1

1

1

1

10010534 O-ring 9.2×2.49.2×2.4 O形圈 1

10087282 Thread take-up lever ASM.挑线杆组件 1
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B Main Shaft & Thread Take-up Cover Components

 上轴、挑线分组件

-38-

B-8

B-8

B-9

B-9

B-35

B-37

B-47

B-2

B-4
B-1

B-3

B-7

B-7

B-5

B-6

B-10

B-18

B-21

B-14B-15

B-23

B-11

B-12

B-16

B-19

B-25

B-29B-30
B-31

B-26

B-27

B-28

B-30

B-32
B-33

B-38

B-39

B-41 B-40

B-42

B-43

B-44

B-45

B-46

B-48

B-49

B-13

B-17

B-20

B-34

B-36

B-22

B-24
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B
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

Main Shaft & Thread Take-up Cover Components

 上轴、挑线分组件

B-43

B-44

B-45

B-46

B-46

B-47

B-48

B-48

B-49

B-49

B-44

*

*

Needle DB×1 14#

Needle DP×5 18#

1

1

DB×1 14#机针

DP×5 18#机针 5

5

10010591

10005945

Thread guide

Thread guide

针杆线钩

针杆线钩

1

1

-39-

10030286 Screw SM9/64″×40SM9/64″×40螺钉 1

10085695 Shaft sleeve针杆下轴套 1

510005916 Shaft sleeve针杆下轴套 1

10005943 Thread guide针杆下套线钩 1

10063561 Needle bar针杆 1

510041609 Needle bar针杆 1

10010588 Screw SM1/8"×44SM1/8"×44螺钉 1
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C  抬压脚分组件

Hang Lifter & Tension Release Components

C-1

C-2

C-3

C-4

C-5

C-6

C-10

C-11

C-12

C-7

C-8

C-9

C-13

C-14

C-15

C-16

C-17

C-19

C-20

C-20

C-21C-22

C-23

C-24

C-20

C-20

C-20

C-25

C-26

C-27

C-28
C-29

C-30

C-31

C-32

C-18

C-18

C-18

-40-

C-33

C-34
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1C
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

 抬压脚分组件

Hang Lifter & Tension Release Components

C-1

C-1

C-2

C-3

C-4

C-5

C-6

C-7

C-8

C-9

C-10

C-11

C-12

C-13

C-14

C-15

C-16

C-17

C-18

C-19

C-20

C-21

C-22

C-23

C-24

C-25

C-26

C-27

C-28

C-29

C-30

C-31

C-32

10074088

10003921

10008843

10004439

10004473

Oil protector cover

Screw SM1/4″×40

Presser guide bar bracket

Presser guide bar

Spring

1

1

1

1

1

SM1/4″×40螺钉

压杆导架

调压导杆

调压弹簧

压紧杆防油罩

10052532

10005982

10010650

10082390

10005915

Presser foot ASM.

Presser foot ASM.

Screw SM9/64″×40

Presser bar

Shaft sleeve

1

1

1

1

1

压杆

压杆轴套

SM9/64″×40螺钉

压脚组件

压脚组件 5

10062022

10062021

10062052

Nut

Screw

Screw ASM.

1

1

1

调压螺母

调压螺钉

调压螺钉组件

10010016

10062023

Screw SM9/64″×40

Hand lifter

1

1

SM9/64″×40螺钉

压脚扳手

10010027

10008826

10080134

O-ring 3.68×1.78

Hand lifter CAM ASM.

Pin

1

1

2

3.68×1.78 O形圈

压脚扳手凸轮部件

前杠杆螺纹销

10008874

10013038

Hand lifter link ASM.

Closing ring 5×0.8

1

5

抬压脚前杠杆部件

5×0.8挡圈

10010026

10010649

Closing ring 5×0.6

Closing ring 5.1×0.6

5×0.6挡圈

5.1×0.6挡圈

10010648

10081931

10010651

Lifting lever

Lifting lever connecting rod

Screw

1

1

1

1

1

1

压脚升降板

抬压脚拉杆

抬压脚拉杆螺钉

10010652 Screw 后杠杆轴位螺钉

10009205 1弹簧 Spring

10078963

10050667

Lifting lever link

Connecting rod vertical

1

1

抬压脚后杠杆

抬压脚顶杆

10080135

10074011

10010647

Pin

Tension release plate

Spring

1

1

1

松线顶板螺纹销

松线顶板

松线顶板复位簧

10083024 Washer 8×12×0.8 38×12×0.8垫圈

-41-

C-33

C-34

10089189

10010568

磁铁安装板

SM9/64″×40螺钉 Screw SM9/64″×40 2

1Mounting plate   选配(-R机型)

  选配(-R机型)
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D Hook Of Driving Shaft Components

 勾线分组件

D-1

D-2
D-3

D-4

D-5

D-6

D-7

D-11
D-12

D-12

D-13

D-14

D-15

D-16

D-16

D-17

D-19

D-16

D-16

D-22

D-16

D-16

D-16

D-16

D-9

D-21

D-23

D-24

D-25

D-27

D-18

D-20

D-26

D-28

D-8

D-8

D-10

-42-
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

D
D-1

D-2

D-3

D-4

D-5

D-6

D-7

D-8

D-9

Hook Of Driving Shaft Components

 勾线分组件

Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

10006924

10025484

*

10011101

10031260

10010064

10010063

Bobbin case

Bobbin

Hook

Screw SM11/64"×40

Positioning finger

Screw

Oil wick

1

1

1

1

1

1

1

梭壳

梭芯

旋梭

SM11/64"×40螺钉

旋梭定位钩

下轴限油螺钉

油芯

D-10

D-11

D-12

D-13

D-14

D-15

D-16

D-17

D-18

D-19

D-20

D-21

D-22

D-23

D-24

D-25

D-26

D-27

D-28

10080125

10010059

10010058

10010030

10080302

10010065

10003937

10002560

10010029

10002509

10074609

10010057

10007267

10003216

10010062

10002561

10010056

10002445

Hook driving shaft

Screw SM11/64"×40

Thrust collar

Screw SM3/16"×28

Shaft sleeve

Screw SM1/4"×40

Gear

Gear ASM.

Gear ASM.

Gear ASM.

Gear ASM.

Gear

Shaft sleeve

Upright shaft

Shaft sleeve

Screw M5×4

Gear

Gear

1

2

1

1

1

8

1

1

1

1

1

1

1

1

1

1

1

1

下轴

SM11/64"×40螺钉

挡圈

SM3/16"×28螺钉

下轴后轴套

SM1/4"×40螺钉

下轴伞齿轮

下轴伞齿轮组件

竖轴下伞齿轮

竖轴下伞齿轮组件

竖轴下轴套

竖轴

竖轴上轴套

M5×4螺钉

竖轴上伞齿轮

竖轴上伞齿轮组件

上轴伞齿轮

上轴伞齿轮组件

10083158 Shaft sleeve 1下轴前轴套

2

1

10013029

10014503

Oil seal

Oil seal

油封

油封

-43-
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E  送料分组件

Feed Mechanism Components

E-19 E-20

E-21

E-22

E-23

E-24

E-25

E-26

E-27
E-28 E-29

E-29

E-30
E-31

E-32
E-33

E-32 E-33
E-19

E-34 E-35

E-31

E-36

E-36

E-38

E-37

E-41E-40

E-39

E-40

E-42

E-42

E-1

E-2

E-2

E-6

E-10

E-11
E-12

E-13

E-14

E-17

E-18

E-1

E-16

E-15

E-3

E-3

E-4

E-4

E-5

E-43
E-44

E-45

E-46

E-47

E-48
E-48

E-48

E-7

E-7

E-9

E-9

-44-

E-8

E-8



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

E
Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

E-1

E-2

E-3

E-4

E-5

E-6

E-7

E-8

E-9

E-10

E-11

E-12

E-14

E-14

E-15

E-16

E-16

E-16

E-17

E-18

E-19

E-20

E-21

E-22

E-23

E-24

E-25

E-26

E-26

E-27

E-27

E-28

E-28

E-29

E-30

E-31

E-32

E-33

E-34

10083864

10004440

10004474

10010074

10004993

10070000

10067264

10010099

10083863

10058169

10083865

10010090

Feed rocker shaft

Pin

Feed bar driving crank

Screw SM11/64"×40

Screw SM3/16"×28

Feed bar ASM.

Feed bar ASM.

Screw SM1/8"×44

Feed driving shaft

Shaft sleeve

Shaft sleeve

Closing ring 13.8×1

1

1

1

1

1

1

1

2

1

2

2

2

送料轴

牙架座偏心销

牙架座

SM11/64"×40螺钉

13.8×1挡圈

SM3/16"×28螺钉

牙架部件

牙架部件

SM1/8"×44螺钉

抬牙轴

抬牙送料轴轴套

抬牙送料轴后轴套

2

2

2

10038073

10010542

Screw SM1/4"×40 

Thrust collar

SM1/4"×40螺钉

挡圈

4

10030200 Crank 1抬牙叉形曲柄

10004628

10010095

10010086

10010091

10004475

10010084

10010089

10010092

10010115

10005991

Screw SM11/64"×40

Screw SM3/16"×28

Crank

Screw

Nut SM9/32″×28

Connecting rod

Closing ring 18.5×1.2

Screw SM1/4"×40

Feed drive eccentric cam

Feed drive eccentric cam

1

2

1

1

1

1

1

2

1

1

SM11/64"×40螺钉

SM3/16"×28螺钉

抬牙后曲柄

抬牙连杆轴位螺钉

SM9/32″×28螺母

抬牙连杆

SM1/4"×40螺钉

18.5×1.2挡圈

送料偏心轮

送料偏心轮

10010072

10006004

Connecting rod

Connecting rod

1

1

送料连杆

送料连杆

10010098

10005992

Thrust cover

Thrust cover

1

1

送料偏心轮盖板

送料偏心轮盖板

10010643

10010069

10010071

10010068

10010075

10010076

10010096

Screw SM9/64″×40

Pin

Screw SM9/64"×40

Connecting plate

Connecting plate

Crank

Pin

1

2

2

2

2

1

1

SM9/64″×40螺钉

送料连杆销

SM9/64"×40螺钉

送料长摆动板

送料短摆动板

送料曲柄

送料曲柄销

10010087

10005989

Pin

Feed adjusting ASM.

2

1

短摆动板连接销

送料摆动板座部件

 送料分组件

Feed Mechanism Components

S7/5

10007322

10026357

10052531

Feed dog

Feed dog

Feed dog

1

1

1

送料牙

送料牙

送料牙

E-13

5

S7

S7

S7

S7

E-35

E-37

E-36

E-38

E-39

10010102

10058783

Pin

Pin

1

1

送料摆动板座左销

送料摆动板座右销

10010678 Screw SM15/64″×28 2SM15/64″×28螺钉E-40

E-41 10010197 Screw SM9/64"×40 2SM9/64"×40螺钉

10012536 Oil seal油封

10054363 Rubber plug橡胶塞

-45-
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E  送料分组件

Feed Mechanism Components

-46-

E-19 E-20

E-21

E-22

E-23

E-24

E-25

E-26

E-27
E-28 E-29

E-29

E-30
E-31

E-32
E-33

E-32 E-33
E-19

E-34 E-35

E-31

E-36

E-36

E-38

E-37

E-41E-40

E-39

E-40

E-42

E-42

E-1

E-2

E-2

E-6

E-10

E-11
E-12

E-13

E-14

E-17

E-18

E-1

E-16

E-15

E-3

E-3

E-4

E-4

E-5

E-43
E-44

E-45

E-46

E-47

E-48
E-48

E-48

E-7

E-7

E-9

E-9

E-8

E-8
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

E
Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

E-42

E-43

E-44

E-45

E-46

E-47

E-48

1

1

1

1

4

10067158

10068811

10065628

10005139

10074545

Oil seal

Motor ASM.

Screw M5×16

Screw M5×12

Crank

油封

针距步进电机

M5×16组合螺钉

M5×12螺钉

倒送料曲柄组件

 送料分组件

Feed Mechanism Components

10010649 Closing ring 5.1×0.6 25.1×0.6挡圈

110074546 Feed adjust rod步进针距连杆

-47-
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F Thread trimmer Components

 剪线分组件

F-2

F-3
F-4

F-5

F-6

F-7
F-8

F-9
F-5

F-10

F-12
F-13

F-14

F-15

F-16 F-17

F-18

F-19

F-20

F-21

F-22

F-23

F-25

F-1

F-11

-48-

F-24

F-26

F-26
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

Thread trimmer Components

 剪线分组件

10011421

10011422

10024496

10058067

10013154

10014474

10011514

10031612

10010900

10004640

10011578

10030280

10011494

10011588

10078924

10008863

10011580

10011649

10080291

10012062

10081198

10081199

10000980

10083442

Fixed knife

Screw SM9/64"×40

Screw SM1/8″×40

Dispart

Washer 9×4.5×0.8

Screw SM11/64"×40

Screw SM11/64"×40

Knife shaft crack rod

Screw SM11/64"×40

Round knife bracket

Nut SM11/64"×40

Round knife

Round knife

Screw SM11/64"×40

Trimming crank

Screw SM3/16"×32

Block

Spring

Shaft sleeve

Screw SM11/64"×40

Trimming crank shaft ASM.

Crank 

Screw M5×14

1

1

1

1

3

1

2

1

2

1

1

1

1

2

1

1

1

1

1

1

1

1

1

定刀

SM9/64"×40螺钉

SM1/8″×40螺钉

分线器

9×4.5×0.8垫圈

SM11/64"×40螺钉

SM11/64″×40螺钉

刀轴连杆

SM11/64"×40螺钉

动刀架

SM11/64"×40螺母

动刀

动刀

SM11/64"×40螺钉

切线驱动曲柄

SM3/16"×32螺钉

曲柄止动块

曲柄复位簧

切线轴套

SM11/64"×40螺钉

切刀驱动曲柄轴组件

步进电机剪线曲柄

M5×14螺钉

5

F
F-1

F-2

F-3

F-4

F-5

F-6

F-7

F-8

F-9

F-10

F-11

F-12

F-13

F-14

F-14

F-15

F-16

F-17

F-18

F-19

F-20

F-21

F-22

F-23

F-24

F-25

F-26

10069005

10069004

Knife holder 

Guide sleeve

1

2

刀架压板

导套

-49-

1Motor ASM.剪线抬压脚步进电机

410065627 Screw M5×12M5×12组合螺钉
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 电控分组件

Drive-by-wire Components

G-21

G-18 G-19

G-20

G-22

G-17

G-26

G-29

G-30

G-27

G-28

G-23

G-24

G

G-14

G-15

G-16

G-18 G-19

G-23

G-23

G-23

G-26

G-26

G-25

-50-

G-1
G-2

G-3
G-4

G-5

G-6

G-7

G-8

G-9

G-10

G-11

G-12

G-13
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

10080136

10005204

10031424

Electromagnet tension disk

Screw M4×6

Controll box

Controll plastic cover

Pedal unit ASM.

电子夹线器

M4×6螺钉

电控箱

电控塑料罩

踏板组件

1

1

1

1

1

1

1

1

10012146 Screw SM3/16″×28SM3/16″×28螺钉 3

10008934

10080137

10011168

Screw SM3/16″×28

Led lamp ASM.

Washer 4.8×11.6×1.6

SM3/16″×28螺钉

机头灯部件

4.8×11.6×1.6垫圈

1

10049837

10087800

10083441

Screw M5×35M5×35螺钉 4

10010899

10035172

10071764

Screw SM3/16″×28

Cord holder 1

Cord holder 2

SM3/16″×28螺钉

电线夹1

电线夹2

 电控分组件

Drive-by-wire ComponentsG

* Operation screen ASM.操作屏组件 1

2

2

10042945 Pedal control rod ASM.踏板连杆组件 1

G-1

G-2

G-3

G-4

G-5

G-6

G-7

G-8

G-9

G-10

G-11

G-12

G-13

G-14

G-15

G-16

G-17

G-18

G-19

G-20

G-21

G-22

G-23

G-24

G-25

G-26

G-27

G-28

G-29

G-30

-51-

10004223

10003891

10003900

10003897

10003894

10052479

10052476

10002613

10002610

10003896

10002562

10068966

Knee pressing cover

Knee pressing plate

Knee pressing plate rubber

Knee pressing plate holder

Screw SM15/64"×28

Knee pressing plate rod

Knee pressing plate ASM.

Screw M8×20

Screw M8×10

Connection

Connection ASM.

Electronic knee rest ASM.

操纵板软垫

操纵板

操纵板垫

操纵杆接头

SM15/64"×28螺钉

操纵杆

操纵杆部件

M8×20螺钉

M8×10螺钉

抬压脚操纵杆接头

抬压脚操纵杆接头组件

电子膝靠组件

1

1

1

1

1

1

1

1

1

1

1

1

10008323 Screw�ST4.2×20ST4.2×20螺钉 4

10063944 Screw SM3/16″×28SM3/16″×28螺钉 1

10043305 Screw SM11/64″×40SM11/64″×40螺钉 1



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

Lubrication Components

 润滑分组件H

-52-

H-1

H-2 H-3

H-4

H-5

H-6

H-7

H-8

H-9

H-10

H-11

H-12
H-13

H-17

H-18

H-19

H-20
H-21

H-16
H-15

H-14
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

Lubrication Components

 润滑分组件

Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

H

-53-

10082029

10008939

10008938

10010066

10003077

10050422

10005537

10084932

10010293

10010340

10008067

10008067

10080600

10045116

20032706

10041628

10007795

10008934

10042077

10078525

20031264

Oil tube

O-ring 19×3

Oil sight window

Screw SM11/64"×40

Washer 6

Screw SM15/64"×28

Washer 5

Oil pump ASM.

Screw

Oil connection

Oil wick(400mm)

Oil wick(430mm)φ2油线(430mm)

φ2油线(400mm)

Screw SM9/64"×40

Foam rubber

Dead plate ASM.

Holder

Oil tube(750mm)

Screw SM3/16″×28

Oil felt preser

Roler felt 

Oil return tube ASM.

上轴供油管

19×3 O形圈

油窗

SM11/64"×40螺钉

6弹簧垫圈

SM15/64"×28螺钉

5弹簧垫圈

油泵部件

油泵连接螺柱

供油管接头

挡油海绵

SM9/64"×40螺钉

油线固定板组件

回油管夹

φ3.5×φ5油管(750mm)

SM3/16″×28螺钉

回油毛毡夹

回油毛毡

回油管组件

1

1

1

1

1

1

1

1

1

1

1

1

1

2

1

1

1

1

1

1

1

H-1

H-2

H-3

H-4

H-5

H-6

H-7

H-8

H-9

H-10

H-11

H-12

H-13

H-14

H-15

H-16

H-17

H-18

H-19

H-20

H-21
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I-34

Presser Foot Components Of Oil Plate Knee Lift

 油盘、膝抬压脚分组件I

I-3
I-4

I-5

I-6

I-9

I-27

I-23

I-22

I-21

I-20

I-24

I-25

I-28

I-29
I-28

I-30

-54-

I-8

I-7

I-2
I-2

I-2

I-1

I-11

I-10

I-12

I-13

I-14

I-15

I-14

I-16

I-17

I-18

I-19

I-15

I-26I-32

I-31

I-31I-32

I-33

I-30

I-29
I-28

I-30

I-35
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号 Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

Presser Foot Components Of Oil Plate Knee Lift

 油盘、膝抬压脚分组件I
I-1

I-2

I-3

I-4

I-5

I-6

I-7

I-8

I-9

I-10

I-11

I-12

I-13

I-14

I-15

I-16

I-17

I-18

I-19

I-20

I-21

I-22

I-23

I-24

I-25

I-26

I-27

I-28

I-29

I-30

I-31

I-32

I-33

I-34

10081200

10010907

10068583

10068581

10081192

10000980

10081202

10063385

10058784

10003032

10080299

10085636

10081201

10068421

10080129

10053411

10051176

10051249

10007800

10007800

10007796

10012160

10011471

10004611

10058087

10000567

10058103

10066949

10083945

10009991

10083038

Presser foot lifting cam

Screw M6×6

Roller screw

Roller 

Lifting the presser foot block

Screw M5×14

Knee pressing shaft

Closing ring

Screw

Nut M6

Crank

Oil reservoir

Oil reservoir gasket

Indicator ASM.

Oil pointer ASM.

Oil reservoir magnet

Pin

Guide sleeve

Oil tube 3×5

Oil tube 3×5

Oil tube 4×6

Clamp

Clamp

Screw SM3/16"×28

Screw

O-ring 3.6×1.8

Oil connection

Oil connection

Regulating valve

Screw SM5/16"×24

Rubber ring 

步进电机抬压凸轮

M6×6螺钉

滚柱螺钉

滚柱

抬压块

M5×14螺钉

抬压脚轴

轴用弹性挡圈

双向曲柄螺钉

M6螺母

抬压脚双向曲柄

A8200L齿轮箱盖油盘

油盘密封垫

指示窗组件

油标组件

油盘磁铁

膝提顶杆

膝提顶杆导套

3×5油管(200mm)

3×5油管(250mm)

4×6油管(260mm)

卡箍

卡箍

SM3/16"×28螺钉

旋梭油量调节螺钉

3.6×1.8 O形圈

油管接头

油管接头

调节阀

SM5/16"×24螺钉

垫圈

1

3

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

3

6

1

2

2

2

1

1

1

1

1

1

-55-

1

2

2

10083868

10080304

Cord holder 

Wire pressing plate

电线夹

电线压板

10010899 Screw SM3/16″×28SM3/16″×28螺钉

I-35 10083945 单向阀 Valve 1
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Components Of Thread-running�Stand

 过线架分组件

J-1

J-2

J-3

J-9

J-4

J-5 J-6

J-7 J-8

J-7 J-8

J-6

J-10

J-4

J-11

J-5
J-12

J-4

J-13

J-18

J-5

J-4 J-18

J-5

J-4

J-14

J-16

J-15

J-17

J-14

J-16

J-15

J-17

J-19

J-20

J-20

J-19

J-21

J-2

J

-56-
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

10003022

10003301

10004285

10004289

10004298

10004286

10004291

10003312

10004284

10004288

10004287

10004281

10004299

10003077

10004290

10004295

10002985

10002953

10004293

10004282

10007130

Washer 5

Screw M5×14

Thread guide bushing

Thread guide pipe

Thread hanger(upper)

Column pipe connector

Column pipe(lower)

Screw M5×30

Thread hanger(lower)

Spool pin

Spool cushion

Spool mat

Spool seat disc

Washer 5

Washer 16×30×1.5

Washer 16.5×27.5×3

Nut M16

Nut M5

Column pipe(upper)

Column cap

Thread stand ASM.

5平垫圈

M5×14螺钉

过线管套

过线管

上过线架

撑管夹

线架下撑管

M5×30螺钉

下过线架

线轴

线盘塑料压块

线盘软垫

线盘

5弹簧垫圈

16×30×1.5垫圈

16.5×27.5×3垫圈

M16螺母

M5螺母

线架上撑管

撑管套

二线线架部件

4

3

2

2

1

1

1

1

1

2

2

2

2

2

2

2

1

6

1

2

1

Components Of Thread-running�Stand

 过线架分组件

Name of part 名   称

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

J
J-1

J-2

J-3

J-4

J-5

J-6

J-7

J-8

J-9

J-10

J-11

J-12

J-13

J-14

J-15

J-16

J-17

J-18

J-19

J-20

J-21

-57-
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 附件

AuxiliariesK

-58-

K-2

K-4

K-6
K-6

K-10

K-1

K-3

K-5

K-5

K-6
K-6

K-7

K-7
K-8

K-8

K-9

K-9 K-12K-11

K-13

K-14
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件   号
Part No.

Name of part 名   称
QTY
数 量

Remark
备   注

Ref. No.
序  号

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

 附件

AuxiliariesK

-59-

K-1

K-2

K-3

K-3

K-4

K-5

K-6

K-7

K-8

K-9

K-10

K-11

K-12

K-13

K-14

10064234

10064233

10004466

10003889

10011041

10076999

10060866

10071554

*

*

10013185

10010994

10064228

10083209

Oil reservoir cushion

Oil reservoir seat

Head connecting hook

Nail

Head connecting hook socket

Head pole

Oil bottle with oil

Head cover

Needle DB×1 14#

Needle DP×5 18#

Bobbin

Screw�driver，small

Screw�driver，large

Oil�reservoir

Screw�ST4.2×25

机头油盘座垫

油盘支座

机头连接钩部件

机头连接钩座钉

机头连接钩座

机头支柱

油箱

机头罩

DB×1 14#机针

DP×5 18#机针

梭芯

小螺丝刀

大螺丝刀

油盘

ST4.2×25螺钉

2

2

2

4

2

1

1

1

3

3

4

1

1

1

6

5

*
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 底线检测分组件

Bottom line detection ComponentsL

-60-

L-1

L-2

L-3
L-3

L-3

L-4L-5

L-6
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 底线检测分组件

Bottom line detection ComponentsL

-61-

件   号
Part No.

Name of part 名   称
QTY
数 量

Remark
备   注

Ref. No.
序  号

“ * ” 具体内容需向客服咨询 
“ * ” Specific content need to consult customer service

L-1

L-2

L-3

L-4

L-5

L-6 10010208

10087278

10007096

10088216

10087354

10053626

Screw�SM11/64"×40

Head pole

Screw�M5×10

Screw�M3

SM11/64"×40螺钉

安装板

M5×10螺钉

支撑板

光纤传感器组件

M3螺钉

2

1

2

1

1

2

Support plate

Sensor assembly 
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